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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims: 

1 . (Currently Amended): A method for servicing a Virtual Local Area Network 
(VLAN) by an access point, comprising: 

storing a table associating a broadcast key with a VLAN local to the access point; 
receiving a request for access to a network from a wireless station; 
authenticating the wireless station with an authentication server responsive to the reouest: 
receiving dafcdrfrom the authentication server wife -data identifying a VLAN 44e»tifi^-for 
the wireless station; 

accessing the table local to the access point to determine an appropriate broadcast key for 
the VLAN- fecntifier ; and 

transmitting the appropriate broadcast key to the wireless station. 

2. (Cancelled). 

3. (Previously Presented): The method of claim 1 further comprising the step of using 
a sepajrate broadcast key associated with each VLAN to encrypt the data. 

4. (Cancelled). 

5. (Previously Presented): The method of claim 1 wherein the wireless station 
operates in accordance with the IEEE 802. 1 1 standard. 

Claims 6 -7. (Cancelled) 

8, (Previously Presented): The method of claim 1 wherein the VLAN comprises a 
mobile EP subnet. 
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9. (Previously Presented): The method of claim 8 further comprising a step of tagging 
data to determine to which VLAN the data belongs. 

10. (Currently Amended): An access point, comprising: 
m e ans for storing a tab lo as soci a ti ng a broadcast k e y with a VLAN; 

: means for receiving a request for access to a network from a wireless station; 

means - for authenticating the wireless station with an authentication s e rver; 

means for receiving datarfrom the authentication server with -data identifying a Virtual 
Local Area Network (V LAN) ideatifiep-for the wireless station; 

means for accessing tfete-atable stored locally at the access point to determine an 
appropriate broadcast key for the VLAN identifier; and 

means for transmitting the appropriate broadcast key to the wireless station. 

11. (Cancelled) 

1 2. (Currently Amended): The subnet -access point of claim 10 further 
comprisin g wherein a separate broadcast key is_associated with each VLAN to encrypt data. 

13. (Cancelled) 

14. (Currently Amended): The VLAN access point o f claim 10 wherein the wireless 
station operates in accordance with the IEEE 802. 1 1 standard. 

15. (Cancelled) 

16. (Currently Amended): The sabaet -access point o f claim 1 0 further comprising a 
tag for, data to determine [[to]] which subnot - Y LANthe data belongs. 

17. (Currently Amended): The subnet -access point of claim 10 wherein the VLAN 
comprises a mobile IP subnet, 

Page 3 of 7 



PAGE 519 * RCVD AT 4117/2006 8:1 9:54 PM [Eastern Daylight Time] * SVR: USPTO-EFXRF-6i43 * DNIS:2738300 ' CSID:21 65925009 ' DURATION (mm-ss):03-O2 



04/17/2006 20:21 2165925009 



TUCKER ELLIS AND WES 



PAGE 06/09 



ApplNo. 10/021,450 

Amdt.&ued April 17,2006 

Reply to Office action of January 17, 2006 



18. (Canceled) 

19. (Previously Presented): A method according to claim 1, further comprising: 
receiving a session key from the authentication server; 

sending the session key to the wireless station; and 

encrypting the appropriate broadcast key with the session key for the wireless station. 

20. (Previously Presented): An access point according to claim 10, further 
comprising: 

means for receiving a session key from the authentication server; 
means for sending the session key to the wireless station; and 

means for encrypting the appropriate broadcast key with the session key for the wireless 

station. 

21 . (Previously Presented): A wireless access point configured to send and receive 
wireless signals from a wireless station and responsive to an association request from the 
wireless station to authenticate the wireless station with an authentication server, comprising: 

a lookup table local to the access point containing broadcast key values corresponding to 
Virtual! Local Area NetworksfV LANs>4dm^ifiefs; 

wherein the access point is responsive to receiving data identifying a VLAN ideatifie^for 
the wireless station from the authentication server t o ascertain an appropriate broadcast key 
corresponding to the r e c e iv edrVLAN identifi e r v ia the lookup table; and 

wherein the access point transmits the appropriate broadcast key to the wireless station. 

22. (Previously Presented): An access point according to claim 21, further 
comprising the access point being configured to be responsive to receiving a session key from 
the authentication server for the wireless station to send the session key to the wireless station 
and to: encrypt the appropriate broadcast key with the session key for the wireless station before 
sending the appropriate broadcast key to the wireless station. 
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